




















TURBO

MODE

FAN

Włączenie wyłaczenie funkcji wyciszenia (MUTE).

Naciśnij ten przycisk, aby  aktywować/dezaktywować funkcję "Super", która   
umożliwia szybsze osiągnięcie temperatury.
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10

9

8

7

6

5

4

3

2

1

Naciśnij, aby ustawić programator automatycznego wyłączania.

12 SLEEP Aktywacja trybu nocnego.

13 I FEEL Klimatyzator będzie regulował temperaturę w pomieszczeniu w oparciu o 
temperaturę wokół pilota. 

14 DISPLAY Włączanie/wyłączanie wyświetlacza.
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FAN+MUTE
Przytrzymaj jednocześnie przyciski FAN i MUTE przez 3 sekundy.

MODE+TIMER

Włączanie/wyłączanie funkcji WIND FREE.

Przytrzymaj jednocześnie przyciski MODE i TIMER przez 3 sekundy.
Włączanie/wyłączanie funkcji blokady pilota.

+
Przytrzymaj jednocześnie przyciski       i        przez 3 sekundy.

Włączanie/wyłączanie funkcji samoczyszczenia.

SLEEP+DISPLAY
Przytrzymaj jednocześnie przyciski SLEEP i DISPLAY przez 3 sekundy.
Włączanie/wyłączanie funkcji ZDROWIE.



MODE

TURBO

TEMP SWING

MUTE ECO

FAN

TIMER

SLEEP I FEEL DISPLAY



Wskaźnik Wi-Fi

Wskaźnik trybu z regulacją temperatury z 
termostatu w pilocie.

Wskaźnik trybu nocnego.



Pozycja przełącznika  Funkcja  
Temperatura jest wyświetlana w stopniach ℃

Wyświetlacz jest aktywny tylko w trybie chłodzenia
Wyświetlacz jest aktywny w trybie grzania i chłodzenia

Temperatura jest wyświetlana w Fahrenhajtach
 Cool
 Heat

℃

 F°

Wprzypadku niektórych modeli pilota bezprzewodowego, otwórz pokrywę baterii i przesuń ręcznie 
dolny przełącznik, dopiero wtedy możesz wybrać funkcję chłodzenie lub grzanie, następnie postępuj 
zgodnie z poniższą tabelą:

+

+

+







Strumień powietrza jest przesyłany przez mikrootwory w celu dyfuzji, 
aby uniknąć bezpośredniego przepływu powietrza i zapewnić delikatny 
podmuch podczas kąpieli.
Naciskaj jednocześnie FAN i MUTE przez 3 sekundy.
Naciśnij przycisk DISPLAY, aby włączyć / wyłączyć wewnętrzną diodę 
LED, aby włączyć / wyłączyć tę funkcję.
W tej funkcji deflektorów nie można regulować.

Naciśnij przycisk DISPLAY, aby włączyć / wyłączyć wewnętrzną 
diodę LED.



Naciśnij przycisk SLEEP, aby włączyć funkcję SLEEP, a na 
wyświetlaczu pojawi się        .
Naciśnij ponownie, aby anulować tę funkcję.
Po 10 godzinach pracy w trybie uśpienia klimatyzator przejdzie 
do poprzedniego trybu ustawień.



Włączanie/wyłączanie funkcji samoczyszczenia.
Przytrzymaj jednocześnie przyciski       i        przez 3 sekundy.
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Naciśnij przycisk  I FEEL , aby aktywować funkcję, na zdalnym 
wyświetlaczu pojawi się       . 
Zrób to ponownie, aby wyłączyć tę funkcję. Ta funkcja umożliwia 
pilotowi zmierzenie temperatury w bieżącym miejscu i wysłanie tego 
sygnału do klimatyzatora w celu optymalizacji temperatury wokół 
Ciebie i zapewnienia komfortu. Automatycznie dezaktywuje się 2 
godziny później.

I FEEL function (Optional)

MUTE function (Optional)

1. Naciśnij przycisk  MUTE , aby aktywować tę funkcję, a na zdalnym 
    wyświetlaczu pojawi się      . Zrób to ponownie, aby wyłączyć tę funkcję. 
2. Gdy działa funkcja MUTE, na pilocie zdalnego sterowania zostanie 
    wyświetlona automatyczna prędkość wentylatora, a jednostka wewnętrzna 
    będzie pracować z najniższą prędkością wentylatora, aby zapewnić ciszę. 
3. Po naciśnięciu przycisku FAN / TURBO / SLEEP funkcja MUTE zostanie 
    anulowana. Funkcji MUTE nie można aktywować w trybie osuszania.



Gdy urządzenie jest wyłączone, można ustawić funkcję TIMER ON. 
Aby ustawić czas automatycznego włączenia, jak poniżej:
1. Upewnij się, że urządzenie jest WYŁĄCZONE. I naciśnij przycisk 
    TIMER   pierwszy raz, aby ustawić wymagany tryb i prędkość 
    wentylatora,       pojawi się na wyświetlaczu.
2. Ustaw żądany tryb (Cool / Heat / Auto / Fan / Dry), naciskając 
    przycisk  MODE . I ustaw wymaganą prędkość wentylatora, 
    naciskając przycisk  FAN . I naciśnij      lub     , aby ustawić 
    wymaganą temperaturę pracy.
3. Naciśnij przycisk  TIMER  po raz drugi, aby ustawić włączenie. 
    Naciśnij     lub     , aby ustawić wymagany timer.
4. Naciśnij przycisk  TIMER  po raz trzeci, aby potwierdzić. ANULUJ, 
    naciskając przycisk  TIMER .

Gdy urządzenie jest włączone, można ustawić TIMER OFF. 
Aby ustawić czas automatycznego wyłączania, jak poniżej:
1. Upewnij się, że urządzenie jest WŁĄCZONE.
2. Naciśnij przycisk  TIMER  za pierwszym razem, aby ustawić wyłączenie. 
    Naciśnij     lub     , aby ustawić wymagany timer.
3. Naciśnij przycisk  TIMER  po raz drugi, aby potwierdzić. ANULUJ, 
    naciskając przycisk  TIMER .

Note:
All programming should be operated within 5 seconds, 
otherwise the setting will be cancelled.
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TURBO

MODE

FAN

MUTE

TIMER

SLEEP

I FEEL

DISPLAY

FAN+MUTE

MODE+TIMER

+

SLEEP+DISPLAY

To decrease temperature,time setting.

To increase temperature,time setting.

To set the fan speed Auto/Mute/Low/Low-Med/MedMed-High/High

To switch on/off the MUTE function.

To switch on/off the TIMER function.

To switch on/off the SLEEP function.

To switch on/off the I FEEL function.

To turn on/off the indoor display.

Keep pressing FAN and MUTE together over 3 seconds.
To turn on/off the WIND FREE function.

Keep pressing MODE and TIMER together over 3 seconds.
To turn on/off the LOCK function.

Keep pressing        and        together over 3 seconds.

To turn on/off the SELF CLEAN function.

Keep pressing SLEEP and DISPLAY together over 3 seconds.
To turn on/off the HEALTH function(Optional, this mode doesn't have).

C
onbim

e buttons

11

12

13

14

To activate/deactivate the Turbo function which enables the 
unit to reach the preset temperature in the shortest time.



MODE

TURBO

TEMP SWING

MUTE ECO

FAN

TIMER

SLEEP I FEEL DISPLAY



I FEEL mode indicator

SLEEP mode indicator

Wind free function indicator
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    For some model of remote controller, open the battery cover, and you can see the manual switch
    at the bottom, then you can select the Cooling only or Heating pump, operate as below,

 DIP switch on position  Function 
The display is adjusted in degree celsius

The display is adjusted in only cooling mode 
The display is adjusted in cooling and heating mode 

The display is adjusted in degree fahrenheit.

 Cool
 Heat

C
 F°
°

+







Keep pressing FAN and MUTE together over 3 seconds
to switch on/off this function .

In this function, the deflectors can not be adjusted unless

disable this function.

Press button DISPLAY to turn on/off the indoor LED.



After 10 hours running in sleep mode, the air conditioner 
will change to the previous setting mode.

   Press SLEEP button to activate the  SLEEP  function, 
   and       appears on the display.
   Press again to cancel  this function.



   Press   I FEEL   button to active the function, the  
   will appear on the remote display.
   Do it again to deactivate  this function.

This function enables the remote control to measure the 
temperature at its current location, and send this signal 
to the air conditioner to optimize the temperature around 
you and ensure the comfort.
It will automatically deactivate 2 hours later.

I FEEL function (Optional)

        and        together over 3 seconds

to switch on this function.

Switch off the remote controller, then keep pressing 

AU

MUTE function (Optional)

1. Press  MUTE   button to active this function, and 
    will appears on the remote display.
   Do it again to deactivate  this function.

2. When the MUTE function runs, the remote controller
    will display the auto fan speed, and the indoor unit
    will operate at lowest fan speed to be quiet feeling.

3. When press FAN/TURBO/SLEEP button, the MUTE
    function will be cancel. MUTE function can not be
    activated under dry mode.



When the unit is switch-off, you can set the TIMER ON. 
 To set the time of automatic switch-on, as below:
 1. Confirm the appliance is OFF. And press the  TIMER
     button at first time to set the needed mode and fan
     speed, the       will appear on the display.
 2. Set the needed mode(Cool/Heat/Auto/Fan/Dry), by
     press the  MODE  button. And set the needed fan
     speed, by press   FAN   button. And press     or  
     to set the needed operation temperature.
 3. Press TIMER  button at the second time to set the
     switch-on. Press     or      to set the needed timer.
 4. Press TIMER button at the third time to confirm.

CANCEL it by press  TIMER  button.

When the unit is switch-on, you can set the TIMER OFF. 
 To set the time of automatic switch-off, as below:
 1. Confirm the appliance is ON. 
 2. Press the  TIMER  button at first time to set the 
     switch-off. Press      or      to set the needed timer.
 3. Press TIMER button at the second time to confirm.

CANCEL it by press TIMER button.

Note:
 All programming should be operated within 5 seconds, 
otherwise the setting will be cancelled.















































Indoor unit model name

Outdoor unit model name

Sound power level (inside)

Sound power level (outside)

Refrigerante    R32
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Refrigerant leakage contributes to climate change. Refrigerant with lower global warming potential 

(GWP) would contribute less to global warming than a refrigerant with higher GWP, if leaked to the 

atmosphere. This appliance contains a refrigerant fluid with a GWP equal to 675. This means that if 

1kg of this refrigerant fluid would be leaked to the atmosphere, the impact on global warming would 

be 675 times higher than 1kg of CO2, over a period of 100 years. Never try to interfere with the 

refrigerant circuit yourself or disassemble the product yourself and always ask a professional.

Cooling mode

SEER

Energy efficiency class

Design load (Pdesignc) kW

Energy consumption, kWh per year,based on standard test results. 

Actual energy consumption will depend on how the appliance is used and where it is located.

Heating mode (Average)

SCOP

Energy efficiency class

Design load (Pdesignh) kW

Declared capacity kW

Back up heating capacity kW

Energy consumption, kWh per year.based on standard test results. 

Actual energy consumption will depend on how the appliance is used and where it is located.
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